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VRV AHU 
Applications

Airport

Showroom
Hospital

Shopping 
Mall

Lobby

Factory
Sports

Hall
Warehouse

Features of VRV AHU

� Harnessing VRV VRT technology

� Inverter controlled system

� Can be easily controlled via standard wired remote 
control (BRC1E62) (only for standard model)

� Comes in double skin panel model (Single skin 
option available)

� Easily managed using intelligent Touch Manager 
central control system

- Communication protocol using DIII-Net to 
communicate with all existing Daikin 
communication devices. (option to connect 
directly to BACnet® BMS)

� Can be placed indoor or outdoor*¹

6 Benefits of using VRV AHU

� Quality and warranty assured
- VRV AHU are manufactured by Daikin factory. 

� Ease of installation 
- No additional system such as cooling tower, 

chiller, and long water piping system are required. 
This also reduces the total system maintenance 
costs. 

- Flexible design of the ducting system. 

� Cover large area with different ducting 
configuration. 

� VRV AHU can provide ESP up to 500Pa*2  
(Standard Model) 

� Total solution concept 
- Integrating an AHU into the total building climate 

system enables both design and installation 
procedures to be based on a single common 
technology. This simplifies project follow-up, 
installation, commissioning and maintenance 
since only one party is involved. 

� VRV AHU system can be combined with other 
types of indoor units to operate concurrently.

Options 

Wide range of options to meet design 
requirements. Please contact Daikin's Sales 
Office on options below:
 

� Fan Type 
- Backward Curve Aerofoil 
- Plug Fan 
- Electronically Commutated Fan (EC Fan)

� Fan Motor control 
- VSD 
- Fixed Speed 

� AHU Coil Material Type 
- Copper Fin 
- Blue Fin 
- Epoxy Coated Fin and Coil 

� AHU Drain Pan Type 
- Acrylic Enamel with Steel Coating 
- Galvanized Steel 

� AHU Air Filter Type 
- Medium Filter 
- Extra Filter 
- Synthetic 
- Bag 
- HEPA 
- Aluminum 

- Cartridge 
- ULPA 

� Special Option 
- Electric Heater 
- Mixing Box 
- Outdoor Roof 
- Heat Pipes 
- Motor Starter Box 

� Customisation 
- Airflow 
- Capacity 
- ESP 
- Discharge Direction 
- Heat Recovery Wheel 
- Piping Outlet 

� Controller for Outdoor Air Series 
- MicroTech lll*3 (DDC) 

Notes:
*1 Optional items required
*2 For ESP more than 500Pz, please contact Daikin’s Sales Office
*3 BACnet interface

VRV AHU

Fan Array Air Flow Range

1-FAN

2-FAN ARRAY

4-FAN ARRAY

6-FAN ARRAY

8-FAN ARRAY

* RATED AT TOTAL PRESSURE 800Pa

NO. OF FAN AIR FLOW RANGE (m3/s)

0.67-4.1

1.34 -8.2

2.68 - 16.4

4.02 - 24.6

5.36 - 32.8
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